
LED Panel Light

LED PANEL LIGHT USER GUIDE

L
E

D
 P

A
N

E
L
 L

IG
H

T
 U

S
E

R
 G

U
ID

E



WARNING
1.Switch off before installation.

2.Switch on only after complete installation and examination of the circuit.

3.Professional electrician for installation and maintenance only.

Installation Procedure

Turn Off power supply before starting any installation. Read instructions & check you have all the tools 
& accessories to complete the installation correctly.

Tab 1: Ceiling cutout reference table.

Panel light dia (mm)

Panel light dia (mm)

Ceiling Cutout (mm)

Ø120

120*120

Ø108-113

105*105

Basic safety precautions should always be followed when installing, including the following:

1. Read all instructions.

2. Licensed electrician for installation only.

3. Always ensure the power is OFF and the fitting has cooled down before performing any 

maintenance, cleaning, changing the globe or adjustment to the fitting.

4. Do not install any luminaire near the heat source. 

5. Do not exceed the nominal supply voltage or amperage ratings.

6. To avoid injury or damage to the fitting, please ensure that power leads and screws are secure 

before connecting the power. 

Important Safety Instructions:

NOTE: Before installation, please check the IP label on the luminaire to choose the right place to install. 

IP20/IP40 Indoor use only, do not use in wet or damp place.

NOTE: Before installation, please check the information of driver as below.

Non-dim

Triac dim

0/1-10V

DALI

Can not be used with any dimmer. 

Compliable with recommended TRIAC dimmers, dimming range 8-100%.

Only work with 0/1-10V dimming system, dimming range 8-100%.

Only work with DALI dimming system, dimming range 8-100%.

Installation Instruction

Fig 1: Installation Spacing
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Ø157-162 Ø177-182

155*155 -

Ø205-212 Ø224-228

205*205 -

25mm
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Driver

4. Make sure the LED Panel fixed tightly in 
ceiling, turn on the power (Fig 1).

1. Open a hole according 
to the cutout size of LED 
Panel.

2. Use screw-driver to open the 
driver terminal cover, feed the 
main AC wire L. N. in terminal 
block respectively, then fix 
the cover back. 

3. Connect the LED 
Panel with driver, hold 
back the spring clip 
then push the LED 
Panel into the hole. 

LED Panel with external driver

Brown

Blue

Ø300

300*300

Ø282-288

277*277
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For color changeable model(controlled by Slide Switch in lamp),
please select light color before installation,see below picture.

choose color by slide switch with 
corresponding color temperature.

Ceiling Cutout (+5mm)
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